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Install matting along the bottom of all ditches
and up the side slopes as follows:

Step I: Bury the top end of the mat strip In a
trench 6" or more in depth.

Step 2: Tamp the trench full of soll. Secure with

4" Overlap (typ)

Equal depth of matting on both sides

d=24"
Staple

CROSS SECTION THROUGH V AND FLAT BOTTOM DITCHES

Before matting Is Installed,apply seed

REG | STATE PROJECT SHEET NO.

NOTE:

I. Apply seed.fertllizer,and mulch, as
directed In the plans and special
contract requirements, before
placing matting.

Step 3: Overlap- bury upper end of lower strip as In (1)

row of fasteners: 6" spacing, 4" down and fertilizer.

from the trench.

Matting

and (2).0verlap end of top Strip 4" and fasten.

Side slope
Step 4: Erosion stop (check slot): Every 50 ft, Jm‘g\\\@\\ik - Fastener
bury fold of mat in slit trench and tamp; \\i\ N = ]
fasten with double row of fasteners. ‘%\\\ T R
See Section A-A § =7
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7, Place each fastener on 12-inch centers

Erosion stop (check slot)

DETAIL FOR PERMANENTLY STABILIZING DITCHES WITH MATTING

Double row of fasteners at erosion stop

Backf Il with soll and tamp

Matting

6"deep X 6"wide traverse
trench at 50 ft intervals
along length of ditch

SECTION A-A
Erosion Stop (Check Slot) Detail

Typical staples

Wood Stakes No. Il gauge wire
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DETAIL A

Typical Ground Fasteners
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DITCH STABILIZATION
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